
253

ROOF MOUNTS -  FRM RM

F R M
N O N - P E N E T R A T I N G

Mount 
Part No.

FRM125

FRM150

FRM166

FRM238

FRM225

FRM238SP5

Mast
Part No.

FY202

FY203

FY204

FY205

FY205SP

FY253

Mast Description & Height

1.25” O.D. x 16 GA. x 5.0’ (PG)

1.50” O.D. x 16 GA. x 2.5’ (PG)

1.66” O.D. x 16 GA. x 2.5’ (PG)

2.38” O.D. x 0.154“ wall x 2.5’ (HDG)

2.25” O.D. x 14 GA. x 5.0’ (HDG)

2.38” O.D. x 0.154“ wall x 5.0’ (HDG)

MAST SPECIFICATIONS
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h = Distance from support surface to centroid of EPA.
Vs = Effective wind velocity resulting in sliding on a flat surface with 
         a .50 coefficient of friction.
Vmax = Effective wind velocity based on strength or overturning.

NOTE: The velocities in (  ) apply to the FRM125 mount when the 
strength of the FRM125 mast governs.  

3’ Square

The FRM mount is a lightweight mount and is galvanized 
for corrosion protection. The FRM mount is easily shipped
via UPS.

Order (1) optional FRMMAT (1/8” thick) or (1) optional 
FRMPAD (3/8” thick) for a protective barrier between 
the mount and the roof.  Order (1) optional SCK150
safety cable kit (3/8” x 150’).  

1.25” to 2.38” Mast
Tube Diameters

2.5’ and 5’ Overall
Mast Heights
(See Mast Descriptions)

PG = Pre-galvanized mast
HDG = Hot-dip galvanized mast

16” Nominal Blocks
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